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DESCRIPTION

Vibration screw driving: 0.4 m/s?

Vibration drilling into metal

Sound pow

SYMBOL: 4933441915 MANUFACTURER: Milwaukee EAN: 4002395002627

M12 BDD-202C - Sub compact drill driver 12V, 2.0 Ah, in HD
Box, with 2 batteries and charger

+ Milwaukee® high performance sub compact drill driver measures 187 mm in length making it ideal for working within
confined spaces.

+ 10 mm metal chuck for quick bit changes and bit retention.
+ REDLINK™ overload protection electronics in tool and battery pack deliver best in class system durability.

+ Optimised handle for better control and improved grip.

—
U WARRANTY: EXTENDED WARRANTY (UPON ONLINE ﬂldw//
REGISTRATION)

926,10 zt (tax excl.)

(1 139,10 zt (tax incl.))

https://im-narzedzia.pl/en/17893-m12-bdd-202c-sub-compact-drill-driver-12-v-20-ah-in-hd-box-with-...

Sound pressure level: 85 dB(A)

Individual battery cell monitori tool run time and ensures lo

On board fuel gauge and LED light - added user convenience and illumination in low lit working conditions

REDLITHIUM-ION™ battery pack provides superior pack construction, electronics and fade-free performance to deliver more run time and more work over pack life

Flexible

1. WOl

FEATURES
Symbol
Typ
Nm max
llos¢ akumulatoréw
llos¢ biegéw
Zasilanie
Napiecie akumulatora [V]
Srednica uchwytu wiertarskiego
Srednica wiercenia w drewnie
Srednica wiercenia w metalu

Obroty [obr/min]
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M12BDD-202C
bezudarowa
30.00

2

2

battery

12

10.00

22.00

10.00

0-400/0-1500
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