
8-05-2024  kontakt@im-narzedzia.pl  12 415-80-81, 790 680 540

Home   >    Power tools   >   Grinders and polishers   >   Angle grinders

  

SYMBOL: 4933432690     MANUFACTURER: Milwaukee     EAN: 4002395000012     
AGV 17-125 XE DMS - Angle grinder with AVS 125 mm, 1750
W, paddle switch

• Power input: 1750 W 
• Disc diameter: 125 mm 
• Max. cutting depth: 33 mm 
• No load speed: 2600-11000 rpm 
• Spindle size: M14 
• Paddle switch 
• Deadman switch: yes 
• Brake: no 
• FIXTEC: yes 
• Line lock out function: yes 
• Anti-kickback protection: yes 
• Variable speed: yes 
• AVS Anti-Vibration System: yes 
• Weight: 2.8 kg

 WARRANTY: EXTENDED WARRANTY (UPON ONLINE

REGISTRATION)

1 469,00 zł  -10% 

1 322,10 zł (tax excl.)
(1 626,18 zł (tax incl.))
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DESCRIPTION

• Sound power level: 97.5 dB(A) 
• Sound pressure level: 86.5 dB(A) 
• Vibration sanding: 3 m/s² 
• Vibration at grinding metal: 9.4 m/s² 
• Powerful, 1750 W PROTECTOR-MOTOR with epoxy resin coated field and Heavy Duty winding protection for increased life time of tool.
• Constant power electronics with soft start for smooth start up.
• Line lock out function to prevent automatic start up after power breakdown.
• Thermal overload protection to prevent overheating.
• Safety clutch to protect the user from kickback injuries.
• FIXTEC™ nut for tool-free disc change.
• Burst resistant and tool-free safety guard for best user protection and fast adjustment.
• Anti-vibration side handle for lower vibration.
• 4 m rubber cable.
• Standard equipment: quick release safety guard, AVS side handle, FIXTEC™ flange nut, flange nut, 4 m cable.

FEATURES

Symbol AGV17-125XE/DMS

Moc [W] 1750

Zasilanie network

Średnica tarczy 125.00

Typ włącznika łopatkowy

Obroty [obr/min] 2600-11000
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